
There is an increasing number of materials that are,or that may be, suitable for the outdoor

presentation of interpretive text and color graphics. Here is an overview of the various

technologies that are currently available.

Screenprints are made by forcing vinyl inks through polyester screens (that have been

stretched taut within a frame) to create images on high qualitypaper.

For outdoor use, screenprints are typicallyembedded in liquid polyester reinforced with

glass fibers (i.e., fiberglass) which is hardened into a rigid panel.

NPS Suppliers:
GS Images  301 791–6920
General Graphics  301 729–1401

Porcelain enamel panels are made by applying mineral oxide pigments suspended in a

ground glass frit to a steel substrate.  The frit is applied to the panel by spraying, brushing,

or screen printing.  After each application, the panel is fired at high temperatures to bond

the colorant to the metal substrate.

NPS Suppliers:
Winsor Fireform LLC 360 786–8200

Although several different digital (or direct) imaging technologies are currently available,

onlytwo are commonlyused for outdoor exhibits.

Inkjet Prints
In kjet pr i nts are ma de by com p ute r- d r iven pr i nters that ap pl y ink th rou gh small nozzles (jets)

to a va r ie t y of su r faces.  

The re sult i ng pr i nt can either be embedded in fi b e rglass, con s ol idated within phe n ol ic and

mela m i ne re sins and cove red with a ha rde ned optic al co at i ng, or mounted onto the front of a

rigid material (lexan or aluminum) and covered by an acrylic overlaminate.

The NPS currently has no contracts with digital suppliers.
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